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Modell Bestell-Nr. Abb. Ød ØD L L1 L2 H E E1
HSK-A40-HMC20S-85 805.100 1 20 50 85 65 - 66 50 56
HSK-A50-HMC20S-90 805.101 1 20 50 90 64 - 66 50 56
HSK-A50-HMC32S-115 **** 806.595 1 32 62 115 89 - 69 56 58
HSK-A63-HMC20S-90 965.511S • 1 20 50 90 64 - 65 50 56
HSK-A63-HMC20S-120 ** 805.102 1 20 50 120 94 - 85 50 56
HSK-A63-HMC25S-100 968.136S 1 25 59 100 74 - 75 56 57
HSK-A63-HMC25S-135 * 805.103 1 25 59 135 109 - 66 - 76 56 57
HSK-A63-HMC32S-110 968.137S 1 32 68 110 84 - 85 60 64
HSK-A63-HMC32S-135 ** 805.104 1 32 68 135 109 - 90 60 64
HSK-A63-HMC32S-165 * 805.105 1 32 68 165 139 - 79 - 89 60 64

ø3 - 42mm

New Hi-Power Milling Chuck Typ S

Durchs
Zentrum

Hohe Spannkraft dank speziellem Schlitzdesign und Nadellager.

HSK-A, Kraftspannfutter DIN 69893-1, ISO 12164
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